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TECHNICAL INFORMATION OF VEHICLE

CNGGasolineGeneral Spec.

12401150Total unloaded vehicle 
weight

Weights 
(kg)

710670Weight on front axle
630555Weight on rear axle

19901980Max. allowed weight of 
vehicle

750830Max. load weight with 2 
passengers

SedanGeneral Spec.
DiskHydraulic DiskFront brake

Brake
DrumHydraulic DrumRear brake

Self-adjustment

ARISUN 
Brake

DrumABSo

Front
Disk equipped with 
single piston – self-

adjustment

RearDrum equipped with self-
adjustment drums

First spring with 
telescopic shock 

absorber

First spring with 
telescopic shock 

absorber
Front spring

Spring 
Structure Spring barsSpring barsRear spring

TelescopicTelescopicRear shock absorber 
spring

Mechanical 
(shoulder gear)

Type of steering 
wheel

Hydraulic
Steering 
Wheel

5.25Vehicle rotation 
diameter (m)

Steering wheel 
systemSize

ARISUN
HydraulicR1465/185i

SedanGeneral Spec

4/2:1Gear differential ratio

Gearbox

5 front gear – 1 reverse gearType of gearbox – Manual
46 km/hMax. speed on 1st gear
74 km/hMax. speed of 2nd gear
100 km/hMax. speed of 3rd gear
124 km/hMax. speed of 4th gear
160 km/hMax. speed of 5th gear

Dry clutch single plate
CP 3800Clutch

Power Transmission 
System of ARISUN Manual 5 speed gearboxGearbox

2 parts with fixed speed 
jointsDrive shaft

HypoidType of differential
Differential

4/2:1Pinion gear ratio to crown 
wheel

12V, 9 plate, 60 a/hType of battery
Electric System 80 a – VALEOType of alternator

12V - 0.9 KWType of start

78 degrees centigradeOpening temp. of 
thermostatCooling System

185/65 R15Dimensions

Tire
Psi                               BarInflation pressure in cold 

mode*
35                                2/4Front wheel
43                                3/0Rear wheel



82

6

TECHNICAL INFORMATION OF ENGINE

ARISUNGeneral Spec.

Front – linearEngine position

Bi-fuel engine
4Cylinder QTY.

70.8×87.3Piston diameter and course
1696Engine capacity

Front - linearEngine position

Engine

4Cylinder QTY.
70.8×87.3Piston diameter and course

1696Engine capacity
10.8:1Compression ratio

64 kw in rpm 5250Max. power
58 KwCNG mode

140 nm in rpm 3000Max. Torque
128 nm in rpm 3000CNG mode

Bi-fue
Main fuel: CNG

Fuel Octane 95-87 
gasoline

8Valve QTY.
Multiple injection systemFuel injection system

ElectronicCombustion system

Cast ironCylinder block material
Aluminum alloysCylinder head material

Exterior Dimension of ARISUN Body
Transverse distance of front wheels 1478 mm

Transverse distance of rear wheels 1471 mm

Longitudinal distance of wheels 2671 mm

Total width of vehicle 1694 mm

Total length of vehicle 4408 mm

Total height of vehicle 1410 mm

Performance Specifications of ARISUN
Maximum speed 160 Km/h

Average fuel consumption inside the city LIT@100km 11/5

Average fuel consumption outside the city LIT@100km 6.65

Average combined fuel consumption LIT@100km 8.45

Emission standard Euro 4

0 to 100 acceleration 12.7 seconds
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TECHNICAL SPECIFICATIONS OF VEHICLE
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EMISSION CONTROL SYSTEM

Emission Control System
Your vehicle is equipped with an Emission 
Control System, in the level of EURO IV 
standard regarding vehicle pollutants.
Catalyzer converter: In order to convert 
the pollutants emitted from the engine to 
gases with minimum emission, a catalyzer 
converter or catalyst is used. From among 
important factors in damage or failure 
of catalyst is the lead existing the fuel, 
therefore, making use of unleaded gasoline 
is necessary for this vehicle.

Absorbent can
The absorbent can contains coal in 
order to absorb gasoline steam and then 
transfer the steams to manifold of engine 
air inlet.

Drain valve
Installation of this valve in the way of 
gasoline steams causes controlling 
gasoline steams entrance into manifold of 
engine air inlet.
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Owner’s Manual

Revere Owner
This Owner’s Manual is prepared to provide you knowledge of 
optimized use of the vehicle and includes important safety, 
performance and maintenance tips.
Kindly please keep this Owner’s Manual in your vehicle and try 
your best to keep and maintain it.

IRAN KHODRO Company (Public Joint Stock)
Gate No. 1, Iran Khodro Blvd,
KM.14 Karaj Makhsous Rd,
Shahid Lashgari Highway, Tehran, IRAN
Postal Code : 1389913657
Tel: (+9821) 48901
Fax: (+9821) 44934000-1
SMS Centre: (+98)30003
E-mail: info@ikco.ir
www.ikco.ir




